
INA  GIPFL  30  PW  plain
bearings
Request A Quote For Your Special N/A Minimum Buy Quantity INA
GIPFL 30 PW plain bearings Needs Today! Free Quotes. ISO 9001
certified. 0.0 Inventory

Inventory 0.0

Manufacturer Name CONSOLIDATED BEARING

Minimum Buy Quantity N/A

Weight 1.36

EAN 0644075108997

Product Group B00152

Mounting Method Shaft

Enclosure Open

Rolling Element Ball Bearing

Cage Material Steel

Precision Class ABEC 1 | ISO P0

Internal Clearance C0-Medium

Number of Rows of Balls Double Row

Other Features Allowable Misalignment 4 Deg

Long Description
75MM Bore; Shaft Mount; 130MM
Outside Diameter; 25MM Inner Race
Width; 25MM Outer Race Width; Open;

Inch – Metric Metric

UNSPSC 31171532

Harmonized Tariff Code 8482.10.50.68

Noun Bearing

Keyword String Self Aligning

https://globebearings.com/product/ina-gipfl-30-pw-plain-bearings/
https://globebearings.com/product/ina-gipfl-30-pw-plain-bearings/


Manufacturer Item Number 1215

Weight / LBS 2.998

Inner Race Width 0.984 Inch | 25 Millimeter

D 5.118 Inch | 130 Millimeter

Outer Race Width 0.984 Inch | 25 Millimeter

d 2.953 Inch | 75 Millimeter


