
KOYO 30317DJR tapered roller
bearings
We Two-Bolt Base mounting: 0.9375 in d Provide Extensive KOYO
30317DJR  tapered  roller  bearings  Selection  And  Competitive
Wholesale Pricing.

mounting: Two-Bolt Base

maximum operating temperature: 200 °F

d 0.9375 in

radial dynamic load capacity: 2801 lb

bore type: Round

radial static load capacity: 1651 lb

base to bore centerline: 1.4375 in

base width: 1.4063 in

duty type: Normal Duty

D 3.7188 to 4.5313 in

housing material: Cast Iron Air Handling

maximum rpm: 5500 RPM

locking device: Set Screw

lubrication type: Lubrication Fitting

seal type:
Single Lip Contact with
Flinger

series: VPS-AH

expansion type: Non-Expansion Bearing (Fixed)

replacement bearing: VS-215

overall length: 5.5000 in

application: Browning – Air Handling

overall height: 2.8125 in

https://globebearings.com/product/koyo-30317djr-tapered-roller-bearings/
https://globebearings.com/product/koyo-30317djr-tapered-roller-bearings/


manufacturer catalog number: 765809

finish/coating: Gray Painted

manufacturer product page: Click here

insert material: 52100 Bearing Steel


