
NACHI  22332E  cylindrical
roller bearings
Our highly-skilled and factory-trained service experts have
the resources to help straight Bearing Type you with all your
NACHI 22332E cylindrical roller bearings needs – 205 Outer
Diameter (mm) including routine maintenance, major repairs,
warranty  service,  and  200  Bore  Diameter  (mm)  equipment
inspections.

Bore Diameter (mm) 200

Outer Diameter (mm) 205

Bearing Type straight

Shaft Dia., Nominal (d) 200.0000

Shaft Size (ds) – 200 +0 / -0.072 200 +0 / 0.072

Housing Bore Dia. (Dh) – 205 +0.046 / -0 205 +0.046 / 0

Bearing Outside Diameter, Nominal(Do) 205.000

Bearing Outside Diameter Tolerance (Do
tol.)

205.210 / 205.130

Bearing Bore after Mounting (di) 200.276 / 200.110

Average Clearance (Cd) 0.2250

Wall Thickness (S3) 2.418

Bearing Length, Nominal (B) 50.000

Bearing Length Tolerance (B tol.) – +0 /
-0.40

+0 / 0.40

OD Chamfer Length (Co) 1.800

ID Chamfer Angle (B deg.) 45

ID Chamfer Length (Ci) 0.800

Lube Hole Dia. (dl) 9.500

https://globebearings.com/product/nachi-22332e-cylindrical-roller-bearings/
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Material
Carbon steel shell
with POM plastic
liner


