
NKE  NJ248-E-MPA  cylindrical
roller bearings
Offer 228,6 Bore Diameter (mm) High Quality Brand NKE NJ248-E-
MPA  cylindrical  roller  bearings  .Contact  Us  Online  247,65
Outer Diameter (mm) to Get Best Quote. 228.6×247.65×12.7 Size
(mm)

Size (mm) 228.6×247.65×12.7

Bore Diameter (mm) 228,6

Outer Diameter (mm) 247,65

Width (mm) 12,7

d 9 inch

D 247,65 mm

B 12,7 mm

D1 242,2 mm

d1 232,4 mm

rmin 0,38 mm

m 0,53 kg / Weight

Cr
10400 N / Dynamic load rating
(radial)

C0r
18200 N / Static load rating
(radial)

Inventory 0.0

Manufacturer Name SCHAEFFLER GROUP

Minimum Buy Quantity N/A

Weight / Kilogram 0.53

EAN 4047643182058

Product Group B00308

Enclosure 2 Seals

https://globebearings.com/product/nke-nj248-e-mpa-cylindrical-roller-bearings/
https://globebearings.com/product/nke-nj248-e-mpa-cylindrical-roller-bearings/


Precision Class ABEC 1 | ISO P0

Maximum Capacity / Filling
Slot

No

Rolling Element Ball Bearing

Snap Ring No

Internal Special Features No

Cage Material Steel

Enclosure Type Contact Seal

Internal Clearance C0-Medium

Inch – Metric Inch

Long Description
9" Bore; 9-3/4" Outside Diameter;
1/2" Outer Race Width; 2 Seals;
Ball Bearing; ABEC

Other Features
Thin Section Bearing | Buna-N
Rubber Seal

UNSPSC 31171504

Harmonized Tariff Code 8482.10.50.68

Noun Bearing

Keyword String Ball

Weight / LBS 1.18

Bore 9 Inch | 228.6 Millimeter

Outside Diameter 9.75 Inch | 247.65 Millimeter

Outer Race Width 0.5 Inch | 12.7 Millimeter

Inner Race Width 0 Inch | 0 Millimeter


