
SKF BSD 3572 C thrust ball
bearings
What is the Two-Bolt Base mounting: best place to 200 °F
maximum operating temperature: 1.4375 in d buy SKF BSD 3572 C
thrust ball bearings online? Manufacturing Service .

mounting: Two-Bolt Base

maximum operating temperature: 200 °F

d 1.4375 in

radial dynamic load capacity: 5782 lb

bore type: Round

radial static load capacity: 3493 lb

base to bore centerline: 1.8125 in

base width: 1.7500 in

duty type: Normal Duty

D 4.6250 to 5.3750 in

housing material: Cast Iron

maximum rpm: 4000 RPM

locking device: Eccentric Collar

lubrication type: Lubrication Fitting

seal type:
Single Lip Contact with
Flinger

series: VPLE

expansion type: Non-Expansion Bearing (Fixed)

replacement bearing: VE-223

overall length: 6.7500 in

application: Browning – Standard

overall height: 3.6250 in

https://globebearings.com/product/skf-bsd-3572-c-thrust-ball-bearings/
https://globebearings.com/product/skf-bsd-3572-c-thrust-ball-bearings/


manufacturer catalog number: 767384

finish/coating: Gray Painted

manufacturer product page: Click here

insert material: 52100 Bearing Steel


