
Timken  24780/24720XD  tapered
roller bearings
170 Million used Timken 24780/24720XD tapered roller bearings
instantly searchable. Shop our large selection of parts based
on brand, price, description, 11 mm C and location. Order the
16 mm D with stock …

D 16 mm

d1 6 mm

C 11 mm

F 8 mm

B 12 mm

B1 28 mm

B2 16 mm

G M6X1

G1 8 mm

C1 0.6 mm

e 12 mm

h 3 mm

R 500 mm

Dw 1.5 mm

Lw 6.3 mm

Maximum tightening torque 3 Nm

Bearing with/without cage Avec

Radial clearance class CN

Precision class P0

Mass 0.02 kg

Cr 4.05 kN

https://globebearings.com/product/timken-24780-24720xd-tapered-roller-bearings/
https://globebearings.com/product/timken-24780-24720xd-tapered-roller-bearings/


C0r 4.2 kN

Track load capacity spherical outer ring 1.08 kN

Nlim (grease) 10,000 rpm

Min operating temperature, Tmin -20 °C

Max operating temperature, Tmax 120 °C

Characteristic cage frequency, FTF 0.42 Hz

Characteristic rolling element frequency, BSF 6.18 Hz

Characteristic outer ring frequency, BPF0 5.05 Hz

Characteristic inner ring frequency, BPFI 6.95 Hz

Inventory 0.0

Manufacturer Name NTN

Minimum Buy Quantity N/A

Weight / Kilogram 0.026

Product Group B04120


