
Timken  942/932CD+X1S-64433
tapered roller bearings
Manufacturers of TIMKEN Manufacturer Name all are represented
0.0 Inventory in our partial list of clients. Contact Gary for
a complete Timken 942/932CD+X1S-64433 tapered roller bearings
list N/A Minimum Buy Quantity of clients and projects.

Inventory 0.0

Manufacturer Name TIMKEN

Minimum Buy Quantity N/A

Weight 0

EAN 0087796300477

Product Group M06288

Design Unit METRIC

Bearing Weight 79.4 Kg

Cage Type EMB

UPC Code 087796300477

Cage Material Brass

Superseded Part 23244YMBW33W45AW84

d – Bore 220 mm

D – Outer Diameter 400.000 mm

B – Inner Ring Width 144 mm

B – Outer Ring Width 144 mm

R – Inner Ring To Clear Radius1 3.0 mm

r – Outer Ring To Clear Radius2 3.0 mm

da – Inner Ring Backing Diameter 257.000 mm

Da – Outer Ring Backing Diameter 359.000 mm

C0 – Static Radial Rating 3350000 N
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C1(2) – Dynamic Radial Rating (Two-Rows) 2490000 N

e – ISO Factor3 0.35

Y0 – ISO Factor4 1.95

Y1 – ISO Factor5 2.9

Y2 – ISO Factor6 1.9

Reference Thermal Speed Rating (Grease) 830

Reference Thermal Speed Rating (Oil)7 920

Cg – Geometry Factor8 0.1051


