
Timken
HM259049D/HM259010+HM259010EA
tapered roller bearings
170 Million used Timken HM259049D/HM259010+HM259010EA tapered
roller bearings instantly searchable. Shop our large selection
of  parts  SKF  Manufacturer  Name  based  on  brand,  price,
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Manufacturer Name SKF

Minimum Buy Quantity N/A

Weight 7.56

EAN 7316570802498

Product Group B00308

Enclosure Open

Precision Class ABEC 1 | ISO P0

Maximum Capacity / Filling Slot No

Rolling Element Ball Bearing

Snap Ring No

Internal Special Features No

Cage Material Brass

Internal Clearance C3-Loose

Inch – Metric Metric

Long Description

200MM Bore; 280MM Outside
Diameter; 38MM Outer Race
Diameter; Open; Ball Bearing;
ABEC 1 | ISO P0; N
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UNSPSC 31171504

Harmonized Tariff Code 8482.10.50.68

Noun Bearing

Keyword String Ball

Manufacturer Item Number 61940 MA/C3

Weight / LBS 16.65

d 7.874 Inch | 200 Millimeter

D 11.024 Inch | 280 Millimeter

Outer Race Width 1.496 Inch | 38 Millimeter

bore diameter: 200 mm

static load capacity: 166 kN

outside diameter: 280 mm

finish/coating: Uncoated

overall width: 38 mm

bearing material: Steel

bore type: Round

cage material: Machined Brass

closure type: Open

fillet radius: 2.1 mm

row type & fill slot: Single Row Non-Fill Slot

maximum rpm: 4800 rpm

snap ring included: Without Snap Ring

series: 61

internal clearance: C3

weight: 16.1 lbs

operating temperature range: Max 480 °F

manufacturer product page: Click here

dynamic load capacity: 148 kN

manufacturer upc number: 7316570802498


